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ACOPTIC® is the brand name for ACOME Groups optical fibre cable
solutions for telecom networks.

The UNB ranges are our strippable drop solutions for connecting FTTH
subscribers to the outdoor connection point to the network.

The UNB1657 is a compact drop cable to link the subscribers’ terminal
outlet to the outdoor branching point whatever the configuration is :
overhead, ducts or fagade.

Strip the cable on several metres to release the LSOH-FR@  indoor
subscriber cable that can be glued or installed in trunking

Micromodule: from 1 to 4 G657A2 fibres
e Compactness and discretion: outer @ 5,6 mm and inner @ 2,3 mm. LSOH-FR® subscriber cable (inner cable), ivory

e  Span up to 50 m in overhead installation .
Aramid yarns

e FEasy & time saving extraction of the embedded subscriber cable Strength element: 2 peripheral FRP embedded in
without splice for a better optical budget between the branching the sheath
box and the subscriber’s terminal outlet (OTO).

e  Additional ACOREX® rodent protection option available

Waterblocking element

Outer sheath, outdoor cable , black High Density

\ (Eco-designed packaging: Plastic drum made from 97% recycled Polyethyléne (HDPE)

plastic and 100% recyclable drum at end-of-life) (1) Low Smoke, Zero Halogene — Fire Retardant

Example : 1 f

IEC/EN 60793 (fibre) COMRET
IEC/ EN 60794-3-20 (cable)

Our cables can be used with spiral dead-ends

or wedge clamp.
Euroclasse Cca sla,dl,al
1&2f: DOP n°25COR0001 Tests must be carried out beforehand to ensure that
4f: DOP n°26COR0002 the cable/anchor pairing is compatible.

Cable protection on the drum
Cables are delivered with protective cover to be kept on until their installation

Guidelines access
Guidelines for storage, transportation & cable installation in our ACOPTIC guide

Cable implementation sheet available under APC UNB

& ACOME

GROUP
52 rue du Montparnasse 75014 Paris - France - T. +33 142 79 14 00

“yiewapes} paissidal e sl yiew JNOIY dUL “JUSWHWWOD [ENJORIU0D SSIJUN ) JO dInjoenuew sy} dois 0} Jo/pue 3onpoid Siy} J0j PAOUNOUUE SUOITRIIDAAS [01UYS) B} AJIPOW O} ‘99130U INOYIM pue df}

Aue 1e WB1 Y1 SeAIBsal JNOIV ‘UOIINIOAS [B1UYIS) 0} and FNOOV JO UORESLIOYINE USHLM Joud By} INOYNM USPPIQJ0) AROLAS SI “Ued Ul 10 9j0ym Ul 038 ‘UoRedlIpoW ‘Uonoexe ‘Suikdod ‘uononpoidal Auy “JINODY 4O Auadoid SAISN|oX By} S| UORBIUBWINIOP SIYL


https://www.acome.com/sites/default/files/articles/DOP/dop-25cor0001-en_0.pdf
https://www.acome.com/sites/default/files/articles/DOP/dop_26cor0002-en.pdf
http://www.acome.fr/en/The-Group/Library/Cable-Storage-Transport-and-Installation-Rules
https://www.acome.com/sites/default/files/2022-01/APC-UNB.pdf

UNB1657 ) ce.8

UNRILGS@Alechnicabintormation

. . Minimum .
Nominal Maximum Crush Bendin Nominal
) Diameter Tensile Strength Resistance ) g Weight Carbon
Fibres ) Radius Part .
Fibre (mm) (N) (N/cm) (kg/km) . Footprintin
Per  ount (mm) Number with (keCOzeq/km
Tubes G.657.A2 2
cable) 3
Outer Inner Outer.? Inner® Outer Inner Outer Inner Outer Inner
1 1 5.6 2.3 800 100 200 100 60 12.5 26 5.2 HO911A 90.5
2 2 5.6 2.3 800 100 200 100 50 12.5 21 5.2 HO950A 92.8
4 4 5.6 2.3 800 100 200 100 60 12.5 26 5.2 H1105A On request

(1) For overhead cable : MAT at 0.3% fibre elongation / 0.5% cable elongation

(2For inner cord : & MAT at 0,5.% fibre elongation / 0.6% cable elongation

(3)Total carbon footprint over the entire product life cycle, LCA carried out in accordance with the PEP framework (PCR/PSR -0001 ed.4)
and the cable -specific rules defined in IEC TR 62839-1:2025 - please contact our teams for further information.

Transport & storage -40°C/+70°C
Temperatures Installation -5°C/+50°C
performance ) -40°C/+70°C (outer cable)
Operation

-5°C/+60°C (inner cable)
Day / Month / Year of production- ACOME- number and type of fibres - P/N -
metrics
Palette of 12,000m (24 Drums of 500m)
eco-designed packaging:
500 m Plastic drum made from 97% recycled plastic and 100% recyclable at end-
of-life

Marking

Standard Delivery length

1 2 3 4

m Blue Green Yellow

For other requirements (delivery length, colour code, additional technical information, carbon footprint etc. ), please contact us.
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